
Kor-Fitting Kft.
info@kor-fitting.hu
www.kor-fitting.hu
76/414-388

Kusztos Ferenc
70/638-1900

Raktárról szállítható  
S-LOK termékek katalógusa



2

24

Rendelési szám Cső külső 
átmérő mm Külső menet Keresztreferencia

SMC-6M-2G-S6 6 G 1/8” M6MSC1/8R-316 6MO-1-2RS
SMC-6M-2N-S6 6 NPT 1/8" M6MSC1/8N-316 6MO-1-2
SMC-6M-4G-S6 6 G 1/4" M6MSC1/4R-316 6MO-1-4RS
SMC-6M-4N-S6      6 NPT 1/4" M6MSC1/4N-316 6MO-1-4
SMC-6M-6G-S6 6 G 3/8” M6MSC3/8R-316 6MO-1-6RS
SMC-6M-6N-S6 6 NPT 3/8" M6MSC3/8N-316 6MO-1-6
SMC-6M-8G-S6 6 G 1/2" M6MSC1/2R-316 6MO-1-8RS
SMC-6M-8N-S6      6 NPT 1/2" M6MSC1/2N-316 6MO-1-8
SMC-6M-12N-S6 6 NPT 3/4" M6MSC3/4N-316 6MO-1-12

SMC-8M-2G-S6 8 G 1/8” M8MSC1/8R-316 8MO-1-2RS
SMC-8M-2N-S6 8 NPT 1/8" M8MSC1/8N-316 8MO-1-2
SMC-8M-4G-S6 8 G 1/4" M8MSC1/4R-316 8MO-1-4RS
SMC-8M-4N-S6       8 NPT 1/4" M8MSC1/4N-316 8MO-1-4 
SMC-8M-6G-S6 8 G 3/8" M8MSC3/8R-316 8MO-1-6RS
SMC-8M-6N-S6 8 NPT 3/8" M8MSC3/8N-316 8MO-1-6 
SMC-8M-8G-S6 8 G 1/2” M8MSC1/2R-316 8MO-1-8RS
SMC-8M-8N-S6       8 NPT 1/2" M8MSC1/2N-316 8MO-1-8
SMC-8M-12N-S6 8 NPT 3/4" M8MSC3/4N-316 8MO-1-12

SMC-10M-2N-S6 10 NPT 1/8" M10MSC1/8N-316 10MO-1-2
SMC-10M-4G-S6     10 G 1/4" M10MSC1/4R-316 10MO1-4RS
SMC-10M-4N-S6     10 NPT 1/4" M10MSC1/4N-316 10MO-1-4
SMC-10M-6G-S6 10 G 3/8” M10MSC3/8R-316 10MO-1-6RS
SMC-10M-6N-S6 10 NPT 3/8" M10MSC3/8N-316 10MO-1-6
SMC-10M-8G-S6     10 G 1/2" M10MSC1/2R-316 10MO-1-8RS
SMC-10M-8N-S6     10 NPT 1/2" M10MSC1/2N-316 10MO-1-8 

SMC-N, SMC-G 
Egyenes csőcsatlakozók külső menettel, metrikus csőhöz
Rozsdamentes acél, 316 SS
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Rendelési szám Cső külső 
átmérő mm Külső menet Keresztreferencia

SMC-12M-2N-S6 12 NPT 1/8" M12MSC1/8N-316 12MO-1-2
SMC-12M-4G-S6 12 G 1/4" M12MSC1/4R-316 12MO-1-4RS
SMC-12M-4N-S6     12 NPT 1/4" M12MSC1/4N-316 12MO-1-4 
SMC-12M-6G-S6 12 G 3/8” M12MSC3/8R-316 12MO-1-6RS
SMC-12M-6N-S6 12 NPT 3/8" M12MSC3/8N-316 12MO-1-6
SMC-12M-6R-S6 12 BSPT 3/8” M12MSC1/2K-316 12MO-1-6RT
SMC-12M-8G-S6 12 G 1/2" M12MSC1/2R-316 12MO-1-8RS
SMC-12M-8N-S6     12 NPT 1/2" M12MSC1/2N-316 12MO-1-8 
SMC-12M-12N-S6     12 NPT 3/4” M12MSC3/4N-316 12MO-1-12
SMC-20M-8N-S6 20 NPT 1/2" M20MSC1/2N-316 20MO-1-8

Rendelési szám Cső külső 
átmérő

Külső menet 
NPT Keresztreferencia

SMC-2-2N-S6 1/8” (3,18 mm) 1/8” 2MSC2N-316 200-1-2
SMC-2-4N-S6 1/8” (3,18 mm) 1/4" 2MSC4N-316 200-1-4
SMC-2-8N-S6 1/8” (3,18 mm) 1/2" 2MSC8N-316 200-1-8
SMC-4-4N-S6 1/4" (6,35 mm) 1/4" 4MSC4N-316 400-1-4
SMC-6-6N-S6 3/8” (9,53 mm) 3/8” 6MSC6N-316 600-1-6
SMC-6-8N-S6 3/8” (9,53 mm) 1/2" 6MSC8N-316 600-1-8
SMC-8-8N-S6 1/2" (12,7 mm) 1/2" 8MSC8N-316 810-1-8

Rendelési szám Belső menet
NPT Keresztreferencia

SCV2-F-4N-1/3-S6 1/4" 4C4-MM
SCV4-F-8N-1/3-S6 1/2" 8C8-MM

SMC-N 
Egyenes csőcsatlakozók külső menettel, colos csőhöz
Rozsdamentes acél, 316 SS

SCV-F, SCV-S
Visszacsapó szelepek
Rozsdamentes acél, 316 SS
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Rendelési szám Cső külső 
átmérő mm Külső menet Keresztreferencia

SLM-6M-2G-S6 6 G 1/8"   
SLM-6M-2N-S6 6 NPT 1/8" M6MSEL1/8N-316 6MO-2-2
SLM-6M-4G-S6 6 G 1/4"   
SLM-6M-4N-S6      6 NPT 1/4" M6MSEL1/4N-316 6MO-2-4
SLM-6M-8N-S6      6 NPT 1/2" M6MSEL1/2N-316 6MO-2-8

SLM-8M-4G-S6 8 G 1/4"
SLM-8M-4N-S6       8 NPT 1/4" M8MSC1/4N-316 8MO-2-4
SLM-8M-8N-S6       8 NPT 1/2" M8MSC1/2N-316 8MO-2-8

SLM-10M-2N-S6 10 NPT 1/8” M10MSEL1/2N-316 10M0-2-2
SLM-10M-4G-S6 10 G 1/4"
SLM-10M-4N-S6     10 NPT 1/4" M10MSEL1/4N-316 10MO-2-4
SLM-10M-8N-S6     10 NPT 1/2" M10MSEL1/2N-316 10MO-2-8
SLM-10M-6N-S6 10 NPT 3/8” M10MSEL3/8N-316 10M0-2-6

SLM-12M-4N-S6     12 NPT 1/4" M12MSEL1/4N-316 12MO-2-4
SLM-12M-6N-S6 12 NPT 3/8” M12MSEL3/8N-316 12M0-2-4
SLM-12M-8N-S6 12 NPT 1/2" M12MSEL1/2N-316 12MO-2-8

SLM-N, SLM-G
Könyök csőcsatlakozók külső menettel, metrikus csőhöz
Rozsdamentes acél, 316 SS
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Rendelési szám Cső külső 
átmérő mm Belső menet Keresztreferencia

SCG-6M-4G-S6 6 G 1/4" M6GC1/4R-316 6MO-7-4RG
SCG-6M-8G-S6 6 G 1/2" M6GC1/2R-316 6MO-7-8RG
SCF-6M-4N-S6      6 NPT 1/4" M6FSC1/4N-316 6MO-7-4
SCF-6M-8N-S6      6 NPT 1/2" M6FSC1/2N-316 6MO-7-8

SCF-8M-4N-S6       8 NPT 1/4" M8FSC1/4N-316 8MO-7-4
SCG-8M-4G-S6 8 G 1/4" M8GC1/4R-316 8MO-7-4RG
SCF-8M-8N-S6       8 NPT 1/2" M8FSC1/2N-316 8MO-7-8

SCF-10M-4N-S6     10 NPT 1/4" M10FSC1/4N-316 10MO-7-4
SCG-10M-4G-S6 10 G 1/4" M10GC1/4R-316 10MO-7-4RG
SCG-10M-6G-S6 10 G 3/8" M10GC3/8R-316 10MO-7-6RG
SCF-10M-8N-S6     10 NPT 1/2" M10FSC1/2N-316 10MO-7-8

SCF-12M-4N-S6     12 NPT 1/4" M12FSC1/4N-316 12MO-7-4
SCG-12M-4G-S6 12 G 1/4" M12GC1/4R-316 12MO-7-4RG
SCF-12M-6R-S6 12 BSPT 3/8” M12FSC3/8K-316 12MO-7-6RT
SCF-12M-8N-S6     12 NPT 1/2" M12FSC1/2N-316 12MO-7-8
SCG-12M-8G-S6 12 G 1/2"   M12GC1/2R-316 12M0-7-8RG

SCF, SCG
Egyenes csőcsatlakozók belső menettel, metrikus csőhöz
Rozsdamentes acél, 316 SS
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Rendelési szám Cső külső 
átmérő mm Belső menet Keresztreferencia

STBF-6M-4N-S6      6 NPT 1/4" M6FBT1/4N-316 6MO-3-4TTF
STBF-8M-4N-S6       8 NPT 1/4" M8FBT1/4N-316 8MO-3-4TTF
STBF-10M-4N-S6     10 NPT 1/4" M10FBT1/4N-316 10MO-3TTF
STBF-12M-2N-S6 12 NPT 1/8” M12FBT1/8N-316 12MO-3TTF
STBF-12M-4N-S6     12 NPT 1/4" M12FBT1/4N-316 12MO-3-4TTF
STBF-12M-6N-S6 12 NPT 3/8” M12FBT3/8N-316 12M0-3TTF
STBF-12M-8N-S6     12 NPT 1/2" M12FBT1/2N-316 12MO-3-8TTF

Rendelési szám Cső külső átmérő mm Keresztreferencia
SU-6M-S6             6 SCM6-316 6MO-6
SU-8M-S6              8 SCM8-316 8MO-6
SU-10M-S6           10 SCM10-316 10MO-6
SU-12M-S6             12 SCM12-316 12MO-6
SU-25M-S6 25 SCM25-316 25M0-6

SU-4-S6          1/4" (6,35 mm) 4SC4-316 400-6
SU-6-S6            3/8” (9,53 mm) 6SC6-316 600-6
SU-8-S6      1/2" (12,7 mm) 8SC8-316 810-6

STBF
T-idomok középen belső menettel, metrikus csőhöz
Rozsdamentes acél, 316 SS

SU
Egyenes toldók metrikus és colos csőhöz
Rozsdamentes acél, 316 SS
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Vent Protector 

�V�e�n�t� �P�r�o�t�e�c�t�o�r� 

Rendelési szám Megnevezés
P-SVP-8N-S6 Bogárvédő, 1/2" NPT külső saválló
P-SVP-4N-S6 Bogárvédő, 1/4" NPT külső saválló

Rendelési szám Cső külső átmérő mm Keresztreferencia
SL-6M-S6             6 EEM6-316 6MO-9
SL-8M-S6             8 EEM8-316 8MO-9
SL-10M-S6              10 EEM10-316 10MO-9
SL-12M-S6              12 EEM12-316 12MO-9
SL-25M-S6 25 EEM25-316 25MO-9

SL-8-S6 1/2" (12,7 mm) 8EE8-316 810-9

SL
Könyök toldók metrikus és colos csőhöz
Rozsdamentes acél, 316 SS

P-SVP
Bogárvédő
Rozsdamentes acél, 316 SS
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Rendelési szám Cső külső 
átmérő mm Keresztreferencia

ST-6M-S6              6-6-6 ETM6-316 6MO-3
ST-8M-S6             8-8-8 ETM8-316 8MO-3
ST-10M-S6           10-10-10 ETM10-316 10MO-3
ST-12M-S6            12-12-12 ETM12-316 12MO-3

ST-2-S6 1/8” (3,18 mm) 2ET2-316 200-3
ST-4-S6 1/4" (6,35 mm) 4ET4-316 400-3
ST-6-S6 3/8” (9,53 mm) 6ET6-316 600-3
ST-8-S6 1/2" (12,7 mm) 8ET8-316 810-3
  
STR-12M-12M-6M-S6 12-6-12   1210-3-12-6

Rendelési szám Cső külső átmérő mm Keresztreferencia
SX-6M-S6 6 ECRM6-316 6MO-4
SX-8M-S6 8 ECRM8-316 8MO-4
SX-10M-S6 10 ECRM10-316 10MO-4
SX-12M-S6 12 ECRM12-316 12-MO4
SX-4-S6 1/4" (6,35 mm) 4ECR4-316 400-4
SX-8-S6 1/2" (12,7 mm) 8ECR8-316 810-4

ST, STR
T-idomok, mindhárom ág vágógyűrűs csatlakozással metrikus és colos csőhöz
Rozsdamentes acél, 316 SS

SX
Kereszt idomok metrikus és colos csőhöz
Rozsdamentes acél, 316 SS
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Rendelési szám Cső 1. külső 
átmérő mm

Cső 2. külső 
átmérő mm Keresztreferencia

SUR-6M-2-S6 6 1/8" (3,18 mm) M6CU2-316 6M0-6-2
SUR-6M-4-S6 6 1/4" (6,35 mm) M6CU4-316 6MO-6-4
SUR-8M-6M-S6       8 6 M8RUM6-316 8MO-6-6M
SUR-8M-6-S6 8 3/8” (9,53 mm) M8CU6-316 8MO-6-6
SUR-10M-6-S6 10 3/8” (9,53 mm) M10CU6-316 10MO-6-6
SUR-10M-6M-S6 10 6 M10RUM6-316 10MO-6-6M
SUR-10M-8M-S6 10 8 M10RUM8-316 10MO-6-8M
SUR-12M-6M-S6         12 6 M12RUM6-316 12MO-6-6M
SUR-12M-8M-S6 12 8 M12RUM8-316 12MO-6-8M
SUR-12M-10M-S6 12 10 M12RUM10-316 12MO-6-10M
SUR-12M-4-S6 12 1/4" (6,35 mm) M12CU4-316 12M0-6-4
SUR-12M-8-S6 12 1/2" (12,7 mm) M12CU8-316 12M0-6-8

SUR-8-4-S6 1/2" (12,7 mm) 1/4" (6,35 mm) 8RU4-316 810-6-4

Rendelési szám Cső külső átmérő mm Keresztreferencia
SUB-6M-S6 6 BCM6-316 6MO-61
SUB-8M-S6 8 BCM8-316 8MO-61
SUB-10M-S6 10 BCM10-316 10MO-61
SUB-12M-S6 12 BCM12-316 12MO-61

SUR
Egyenes szűkítő idomok vágógyűrűs csatlakozással, metrikus és colos csőhöz
Rozsdamentes acél, 316 SS

SUB
Fali átvezető idomok vágógyűrűs csatlakozással, metrikus csőhöz
Rozsdamentes acél, 316 SS
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Rendelési szám Cső külső 
átmérő mm Keresztreferencia

SP-6M-S6 6 BLPM6-316 6MO-P
SP-8M-S6 8 BLPM8-316 8MO-P
SP-10M-S6 10 BLPM10-316 10MO-P
SP-12M-S6 12 BLPM12-316 12MO-P

Rendelési szám Cső külső 
átmérő mm Keresztreferencia

SC-6M-S6 6 BLENM6-316 6MO-C
SC-8M-S6 8 BLENM8-316 8MO-C
SC-10M-S6 10 BLENM10-316 10MO-C
SC-12M-S6 12 BLENM12-316 12MO-C

SP
Záródugó vágógyűrűs csatlakozókhoz metrikus csőhöz
Rozsdamentes acél, 316 SS

SC
Vágógyűrűs záró sapkák metrikus csőhöz
Rozsdamentes acél, 316 SS



Kor-Fitting Kft.
info@kor-fitting.hu
www.kor-fitting.hu
76/414-388

Kusztos Ferenc
70/638-1900

11

61

61

60

LOK

Tube  O.D. Tube  I.D.

Tube  O.D. Tube  I.D.

Rendelési szám Cső külső átmérő mm Keresztreferencia

Első vágógyűrűk       
SFF-6M-S6 6 FFM6-316 6M3-1
SFF-8M-S6 8 FFM8-316 8M3-1
SFF-10M-S6 10 FFM10-316 10M3-1
SFF-12M-S6 12 FFM12-316 12M3-1
SFF-25M-S6 25 FFM25-316 25M3-1
SFF-4-S6 1/4” (6,35 mm) 4FF4-316 403-1
SFF-8-S6 1/2” (12,7 mm) 8FF8-316 813-1

Hátsó vágógyűrűk       
SFB-6M-S6 6 BFM6-316 6M4-1
SFB-8M-S6 8 BFM8-316 8M4-1
SFB-10M-S6 10 BFM10-316 10M4-1
SFB-12M-S6 12 BFM12-316 12M4-1
SFB-25M-S6 25 BFM25-316 25M4-1
SFB-4-S6 1/4" (6,35 mm) 4BF4-316 404-1
SFB-8-S6 1/2" (12,7 mm) 8BF8-316 814-1

Rendelési szám Cső külső átmérő mm Keresztreferencia
SN-6M-S6 6 NUM6-316 6M2-1
SN-8M-S6 8 NUM8-316 8M2-1
SN-10M-S6 10 NUM10-316 10M2-1
SN-12M-S6 12 NUM12-316 12M2-1
SN-25M-S6 25 NUM25-316 25M2-1

SFF, SFB
Első és hátsó vágógyűrűk metrikus és colos csőhöz
Rozsdamentes acél, 316 SS

SN
Hollandi anyák metrikus csőhöz
Rozsdamentes acél, 316 SS
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Rendelési szám
Belső 
menet            

NPT

Külső 
menet   

NPT

Külső 
menet 
BSPT

Belső 
menet 
BSPT

Keresztreferencia

P-MFAA-4RN-S6 1/4" 1/4 4-4K RA-SS 4-A-8RT
P-MFAA-4N-S6 1/4" 1/4" 4-4 RA-SS SS-4-A
P-MFAA-8N-S6 1/2" 1/2" 8-8 RA-SS SS-8-A
P-MFAA-8R-S6 1/2" 1/2” 8R-8R RA-SS 8-A-8RT
      
P-MFRA-4-8N-S6 1/2" 1/4" 8-4 RA-SS 6-RA-4
P-MFRA-2-4N-S6 1/4" 1/8" 4-2 RA-SS 4-RA-2
P-MFRA-8-12N-S6 3/4" 1/2" 12-8 RA-SS 12-RA-8
P-MFRA-8-16N-S6 1” 1/2” 16-8 RA-SS 16-RA-8

Rendelési szám
Külső 
menet            

NPT

Külső 
menet   G 

(BSPP)

Belső 
menet            

NPT

Belső 
menet   G 

(BSPP)
Keresztreferencia

P-MFAB-4NG-S6 1/4" 1/4" 4R-4 RA-SS 4-A-8RT

P-MFAB-4GN-S6 1/4" 1/4" 4-4R RA-SS SS-8-A
P-MFAB-6NG-S6 3/8” 3/8” 6R-6 RA-SS  
P-MFAB-6GN-S6 3/8” 3/8” 6-6R RA-SS 6-RA-4
P-MFAB-8NG-S6 1/2" 1/2" 8R-8 RA-SS 4-RA-2
P-MFAB-8GN-S6 1/2" 1/2" 8-8R RA-SS 12-RA-8

P-MFAA, P-MFRA. P-MFAB
Egyenes külső/belső NPT menetes csavarzat
Rozsdamentes acél, 316 SS
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Rendelési szám Belső menet NPT Külső menet NPT Keresztreferencia
P-SHB-4-2N-S6 1/8" 1/4" 4-2 RB-SS 4-RB-2
P-SHB-6-4N-S6 1/4" 3/8" 6-4 RB-SS 6-RB-4
P-SHB-8-6N-S6 3/8” 1/2" 8-6 RB-SS 8-RB-6
P-SHB-8-4N-S6 1/4" 1/2" 8-4 RB-SS 8-RB-4
P-SHB-12-4N-S6 1/4" 3/4" 12-4 RB-SS 12-RB-4
P-SHB-12-8N-S6 1/2" 3/4" 12-8 RB-SS 12-RB-8

Rendelési szám Belső menet NPT Belső menet NPT Keresztreferencia
P-SL-2N-S6 1/8” 1/8” 2-2 FE-SS SS-2-E
P-SL-4N-S6 1/4" 1/4" 4-4 FE-SS SS-4-E
P-SL-8N-S6 1/2" 1/2" 8-8 FE-SS SS-8-E

Rendelési szám 3x belső menet NPT Keresztreferencia
P-ST-4N-S6 1/4" 4-4-4 FT-SS SS-4-T
P-ST-8N-S6 1/2" 8-8-8 FT-SS SS-8-T

P-SHB
Egyenes külső/belső NPT menetes adapter
Rozsdamentes acél, 316 SS

P-ST
T-idom belső NPT menetes csatlakozó
Rozsdamentes acél, 316 SS

P-SL
Könyök belső/belső NPT menetes csatlakozó
Rozsdamentes acél, 316 SS
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Rendelési szám Belső menet NPT Belső menet NPT Keresztreferencia
P-SHC-4N-S6 1/4" 1/4" 4-4 FHC-SS   SS-4-HCG
P-SHC-8N-S6 1/2" 1/2" 8-8 FHC-SS  SS-8-HCG

P-SHRC-4-2N-S6 1/4" 1/8" 4-2 FHC-SS 4-HRCG-2
P-SHRC-8-4N-S6 1/2" 1/4" 8-4 FHC-SS 8-HRCG-4
P-SHRC-16-8N-S6 1” 1/2" 16-8 FHC-SS 16-HRCG-8
P-SHRC-16-12N-S6 1” 3/4" 16-12 FHC-SS 16-HRCG-12

Rendelési szám Külső menet NPT Külső menet NPT Keresztreferencia
P-SHN-4N-S6 1/4" 1/4" 4-4 MHN-SS SS-4-HN
P-SHN-8N-S6 1/2" 1/2" 8-8 MHN-SS SS-8-HN
P-SHN-12N-S6 3/4" 3/4" 12-12 MHN-SS SS-12-HN
P-SHN-16N-S6 1” 1” 16-16 MHN-SS SS-16-HN
  
P-SHRN-4-2N-S6 1/4" 1/8" 8-4 MHN-SS 4-HRN-2  
P-SHRN-8-4N-S6 1/2" 1/4" 4-2 MHN-SS 8-HRN-4
P-SHRN-8-6N-S6 1/2" 3/8” 8-6 MHN-SS 8-HRN-6
P-SHRN-16-8N-S6 1” 1/2" 16-8 MHN-SS 16-HRN-8

P-SHC, P-SHRC
Egyenes belső/belső NPT menetes karmantyú
Rozsdamentes acél, 316 SS

P-SHN, P-SHRN
Egyenes külső/külső NPT menetes közcsavarok
Rozsdamentes acél, 316 SS
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7

9

9

Rendelési szám Külső menet NPT Külső menet G (BSPP) Keresztreferencia
P-SHN-4NG-S6 1/4" 1/4" 4-4R MHN-SS 4-HN-4RS
P-SHN-6NG-S6 3/8” 3/8” 6-6R MHN-SS 6-HN-6RS
P-SHN-8NG-S6 1/2" 1/2" 8-8R MHN-SS 8-HN-8RS
P-SHN-16NG-S6 1” 1” 16-16R MHN-SS 16-HN-16RS

Rendelési szám Külső menet NPT Külső menet (BSPP) Keresztreferencia
P-SP-4N-S6 1/4" 4PH-SS SS-4-P
P-SP-4G-S6 1/4"
P-SP-8N-S6 1/2" 8PH-SS SS-8-P
P-SP-16N-S6 1" 16PH-SS SS-16-P

Rendelési szám Belső menet NPT Keresztreferencia
P-SC-4N-S6 1/4" 4CP-SS SS-4-CP
P-SC-8N-S6 1/2" 8CP-SS SS-8-CP

P-SHN-NG
Egyenes külső NPT/külső G (BSPP) menetes átalakító közcsavar
Rozsdamentes acél, 316 SS

P-SP
Záródugó külső NPT és G (BSPP) menettel
Rozsdamentes acél, 316 SS

P-SC
Záró sapka belső NPT menettel
Rozsdamentes acél, 316 SS
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Ball ValvesBall ValvesSBV10SBV10

Features

Compact design with hexagon bar-stock for high integrity.

Working pressure up to 1000psig(69bar) at 100 (38 ).

Low torque quarter turn actuation.

Size range of from 1/4 to 1 tubing and piping

Various end connections : reliable S-LOK, NPT & ISO male & female.

Butterfly handle is available as an option.

Applications

Water, Oil, Gas.

Petrochemical Plants.

Steel mils.

Heavy Vehicles.

Factory Test

Every valve is factory tested with Nitrogen@1000psig

(69bar) for leakage at the seat to a maximum allowable

leak of 0.1sccm.

The stem packing is tested for no detectable leakage.

Pressure-Temperature Ratings
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10

100     200     300  400     500

Pressure, psig Pressure, bar

Temperature

0       50     100    150    200   250

SBV10Series For working pressure up to 1000 psig(69bar)

SBV10
Gömbcsapok, Pmax=69 bar
Közeghőmérséklet 0–+220°C
Rozsdamentes acél, 316 SS, PTFE
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Ball ValvesBall ValvesSBV10SBV10

Features

Compact design with hexagon bar-stock for high integrity.

Working pressure up to 1000psig(69bar) at 100 (38 ).

Low torque quarter turn actuation.

Size range of from 1/4 to 1 tubing and piping

Various end connections : reliable S-LOK, NPT & ISO male & female.

Butterfly handle is available as an option.

Applications

Water, Oil, Gas.

Petrochemical Plants.

Steel mils.

Heavy Vehicles.

Factory Test

Every valve is factory tested with Nitrogen@1000psig

(69bar) for leakage at the seat to a maximum allowable

leak of 0.1sccm.

The stem packing is tested for no detectable leakage.
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Ball ValvesBall Valves SBV10SBV10

S-6M

S-4T

F-4N

S-10M

S-6T

F-6N

S-12M

S-8T

F-8N

S-16M

S-10T

F-12N

S-12T

S-16T

F-16N

SBVA

SBVB

SBVC

SBVD

SBVE

Basic
Ordering Number

Dimensions (mm)Orifice
mm(in)

Cv
End Connections

Inlet/Outlet

Item Description
Material /ASTM Specification

Brass

1

2
3

4
5

6
7

8

9
10

11
12
13

Body

End Connector

Ball

Seat

Insert

Stem

Lower Packing

Upper Packing

Grand

Grand Washer

Spring Washer

Lock Nut

Handle

S316

S316/A479, A276

S316/A479, A276

Brass/B16

Brass/B16

S316/A479, A276

Reinforced PTFE

S316/A479, A276

S316/A479, A276

Reinforced PTFE

Reinforced PTFE

S304

S304

S304

S304

S304 with PVC Coating

A

H

L

L

Ordering Information and Dimensions

5.0

7.5

9.0

12.5

16.0

1.25

1.25

1.35

2.60

2.50

2.60

9.25

9.25

9.25

10.60

10.60

12.65

12.65

17.35

17.35

6mm S-LOK

1/4 S-LOK

1/4 Female NPT

10mm S-LOK

3/8 S-LOK

3/8 Female NPT

12mm S-LOK

1/2 S-LOK

1/2 Female NPT

16mm S-LOK

5/8 S-LOK

3/4 Female NPT

3/4 S-LOK

1 S-LOK

1 Female NPT

79

79

42

90

90

45

98

98

54

108

108

63

107

133

74

L  H  A  B

31

40

42

51

55

55

78

78

96

96

17

22

27

32

38

Select valve ordering number, and applicable options.

SAFETY in VALVE SELECTION

The selection of a valve for any application or system design must be considered to ensure safe performance. Valve function,valve rating,
material compatibility, proper installation,operation and maintenance remain the sole responsibility of the system designer and the user.
HANSUN ENGINEERING accepts no liability for any improper selection, installation, operation or maintenance. 

B

Ordering Information

End Connection
Designator

Inlet-Outlet Size
Designator

Handle 
Designator

Nil :�Standard lever
handle 

BF: Optional butterfly

handle

BF4NF S6

Body Material
Designator

S6 :�316 Stainless Steel
BS: Brass

Series Designator
by Orifice Size

SBVA

Méretek (mm)

Rendelési szám Csatlakozás Furat mm Kv L H A B

SBVA-F-4N-S6 1/4" NPT b-b 5,0 1,2 40 31 55 17
SBVC-F-8N-S6 1/2" NPT b-b 9,0 8 54 42 78 27
SBV-F-16N-S6 1” NPT b-b 16,0 17,3 74 55 96 38
SBVA-S-6M-S6 6mm S-LOK 5,0 1,1 79 31 55 17
SBVA-S-8M-S6 8mm S-LOK 5,0 1,1 79 31 55 17
SBVB-S-10M-S6 10mm S-LOK 7,5 2,2 90 40 78 22
SBVC-S-12M-S6 12mm S-LOK 9,0 8 98 42 78 27
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W e . s u p p o r t . t h e  

i n n o v a t i o n s . o f . c u s t o m e r s

Leak - Proof 
Flow & Control
Solution Partner

The Best Partner 

for Value Creation

 

 






























































































″ 
″ 
 
″ 
 
″
″ 
″ 
 
 
″
″
″
″
″ 
 
″
″
″
″ 
″ 
 
″
″




























































































































































           





 
 




 


 










 

•

 ◓















































































































































◀ ◀

◀ ◀

◀ ◀

◀◀

◀

◀

◀

◀◀

◀








◀ ◀

 




◀◀ 

 

◀ ◀

◀

◀

◀

◀

◀◀

◀





◀ ◀
 




◀ 

 



  

Méretek (mm)

Rendelési szám Csatlakozás Furat 
mm Kv A H2 H1 F T1 T2 G H W

SBV2-F-4N-S6 1/4" NPT b-b 4,8 0,8 52,3 11,2 9,7 38,9 4,8 2,5 19,8 39,6 19,8
SBV2-F-4N-PFA-S6 1/4" NPT b-b 4,8 0,8 52,3 11,2 9,7 38,9 4,8 2,5 19,8 39,6 19,8
SBV4-F-8N-S6 1/2" NPT b-b 10,3 5,4 79,2 17,5 17,5 76,2 9,5 3 38,1 61,7 38,1
SBV4-F-8N-PC-S6 1/2" NPT b-b 10,3 5,4 79,2 17,5 17,5 76,2 9,5 3 38,1 61,7 38,1

Méretek (mm)

Rendelési szám Roppantás
mm

Furat 
mm Kv A H2 H1 F T1 T2 G H W

SBV2-S-6M-S6 6 4,8 2,4 60,7 11,2 9,7 38,9 4,8 2,5 19,8 39,6 19,8
SBV2-S-8M-S6 8 4,8 1,5 62,5 11,2 9,7 38,9 4,8 2,5 19,8 39,6 19,8
SBV2-S-8M-PFA-S6 8 4,8 1,5 62,5 11,2 9,7 38,9 4,8 2,5 19,8 39,6 19,8
SBV3-S-10M-S6 10 7,1 6,0 78,0 14,2 14,2 50,8 9,5 3,0 28,6 52,6 28,4
SBV3-S-10M-PFA-S6 10 7,1 6,0 78,0 14,2 14,2 50,8 9,5 3,0 28,6 52,6 28,4
SBV4-S-12M-S6 12 9,5 12,0 99,6 17,5 17,5 76,2 9,5 3,0 38,1 61,7 38,1

SBV30
Gömbcsapok, Pmax=206 bar
Közeghőmérséklet -54–+65°C
Rozsdamentes acél, 316 SS, PTFE
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5

Ball ValvesBall ValvesSBV10SBV10

Features

Compact design with hexagon bar-stock for high integrity.

Working pressure up to 1000psig(69bar) at 100 (38 ).

Low torque quarter turn actuation.

Size range of from 1/4 to 1 tubing and piping

Various end connections : reliable S-LOK, NPT & ISO male & female.

Butterfly handle is available as an option.

Applications

Water, Oil, Gas.

Petrochemical Plants.

Steel mils.

Heavy Vehicles.

Factory Test

Every valve is factory tested with Nitrogen@1000psig

(69bar) for leakage at the seat to a maximum allowable

leak of 0.1sccm.

The stem packing is tested for no detectable leakage.

Pressure-Temperature Ratings

1000

900

800

700

600

500

400

300

200

100

70

60

50

40

30

20

10

100     200     300  400     500

Pressure, psig Pressure, bar

Temperature

0       50     100    150    200   250

SBV10Series For working pressure up to 1000 psig(69bar)

1800PSI Ball Valves  
 
 
 

 
 
 
 
 

•SBVO Series Ball Valves 

Product Variations 
Item Description 

Material/ASTM Specification 
S316 Brass 

1 Body S316/A479, A276 Brass/B16 
2 End Connector S316/A479, A276 Brass/B16 
3 Ball S316/A479, A276 
4 Seat Reinforced PTFE 
5 Insert S316/A479, A276 
6 O-Ring NBR 
7 Stem S316/A479, A276 
8 Lower Packing Reinforced PTFE 
9 Upper Packing Reinforced PTFE 
10 Gland  S304 
11 Gland Washer S304 
12 Spring Washer S304 
13 Lock nut S304 
14 Handle S304 with PVC Coating 

Ordering Information & Dimensions 

SBVAO
Gömbcsapok, Pmax=124 bar
Közeghőmérséklet -29–+200°C
Rozsdamentes acél, 316 SS, PTFE

Méretek (mm)

Rendelési szám Roppantás
mm

Furat 
mm Kv A H B L

SBVAO-S-6M-S6 6 5,0 1,25 55 31 17 79
SBVBO-S-10M-S6 10 7,5 2,6 78 40 22 90
SBVCO-S-12M-S6 12 9,25 9,25 78 42 27 98

Méretek (mm)

Rendelési szám Csatlakozás Furat 
mm Kv A H B L

SBVAO-F-4N-S6 1/4” NPT  b-b 5,0 1,35 55 31 17 42
SBVCO-F-8N-S6 1/2" NPT b-b 9,0 9,25 78 42 27 54



Kor-Fitting Kft.
info@kor-fitting.hu
www.kor-fitting.hu
76/414-388

Kusztos Ferenc
70/638-1900
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Ball ValvesBall Valves SBV60SBV60

92

95

100

65

72

86

84

84

95

91

95

106

111

111

96

100

117

130

116

125

1/4 S-LOK

3/8 S-LOK

1/2 S-LOK

1/4 Female NPT

3/8 Female NPT

1/2 Female NPT

1/4 Male NPT

3/8 Male NPT

1/2 Male NPT

1/2 Female NPT

3/4 Female NPT

3/4 Male NPT

5/8 S-LOK

3/4 S-LOK

3/4 Female NPT

1 Female NPT

3/4 S-LOK

1 S-LOK

3/4 Male NPT

1 Male NPT

Basic
Ordering Number

Orifice
mm(inch)

SBV1H

SBV2H

SBV3H

S-4T

S-6T

S-8T

F-4N

F-6N

F-8N

M-4N

M-6N

M-8N

F-8N

F-12N

M-12N

S-10T

S-12T

F-12N

F-16N

S-12T

S-16T

M-12N

M-16N

Dimensions (mm)
End Connections

Ordering Information and Dimensions

Cv

All dimensions shown are for reference only and are subject to change. Dimensions with S-LOK nuts are in finger-tight position.

d
mm

10.0(0.39)

12.7(0.50)

19.0(0.75)

1.2

3.7

7.5

3.7

7.2

7.5

10.1

30.0

19.0

30.0

19.0

30.0

4.8

7.1

10.0

7.1

9.7

10.0

12.7

20.0

15.8

20.0

15.8

20.0

A           B          L             H           H1 C          S

46

47.5

50

32.5

36

43

42

42

47.5

45.5

47.5

53

55.5

55.5

48

50

58.5

65

58

62.5

46

47.5

50

32.5

36

43

42

42

47.5

45.5

47.5

53

55.5

55.5

48

50

58.5

65

58

62.5

39

51

56

46.7

60.6

65.6

101

135

135

32

40

50

SBV60Series

10,000

8,000

6,000

4,000

2,000

0

-54 0  50 100 150 200 230

psig bar

-65 32 122 212 302 392 446

689

551

413

275

137

0

SBV1H

SBV2H, 3H
SBV60 2-way
Pressure-Temperature
Curves for valves with
PEEK seat

C

H

d

A B

L

C

H
1

d

A B

L

Panel Thickness 3/8 max.

with Panel Mounting

2-Way

S

SBV60
Nagynyomású gömbcsapok,  Pmax= 689 bar
Közeghőmérséklet -54–+230°C
Rozsdamentes acél, 316 SS, PTFE

Méretek (mm)

Rendelési szám
Csatlakozás 
NPT belső 

menet
Furat  
mm Kv A B L H C S

SBV1H-F-4N-S6 1/4" 10 6,5 32,5 32,5 65 39 101 32
SBV1H-F-4N-PC-S6 1/4" 10 6,5 32,5 32,5 65 39 101 32
SBV1H-F-4N-PK-S6 1/4" 10 6,5 32,5 32,5 65 39 101 32
SBV1H-F-8N-S6 1/2" 10 6,5 43 43 86 39 101 32
SBV1H-F-8N-PC-S6 1/2" 10 6,5 43 43 86 39 101 32
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SNV50
Tűszelepek, Pmax=344 bar
Közeghőmérséklet -54–+232°C
Rozsdamentes acél, 316 SS, PTFE

Méretek (mm)

Rendelési szám Csatlakozás Furat mm Kv A L H D

SNV2-S-6M-S6 6mm S-LOK 4,4 0,32 61 57,6 35 11
SNV2-S-8M-S6 8mm S-LOK 4,4 0,32 61 59,2 35 11
SNV3-F-4N-S6 1/4" NPT b-b 6,4 0,63 77 56 47 13,5
SNV3-F-4N-R-S6 1/4” NPT b-b 6,4 0,73 77 56 47 13,5
SNV3-S-10M-S6 10mm S-LOK 6,4 0,63 77 66 47 13,5
SNV3-S-12M-S6 12mm S-LOK 6,4 0,63 77 77 47 13,5
SNV4-F-8N-S6 1/2" NPT b-b 9,5 1,8 99 76 63 19





SNV50Series 5000psi Integral Bonnet Needle Valves

  
  
 
 
 
 


•
•
.


•


•
•


•
•
•
•
•
•
•
•
•
•
•





 











  
 ( )
 ( )
 ( )
 ( )
 ( )
 ( )





   
 ( )
 ( )
 ( )
 ( )
 (  )







   
 ( )
 ( )
 ( )
 ( )
 ( )
 ( )




























 
























































 

 



















 

 



 


     













 







 





″ 
″ 
″ 
″ 
 
″ 
″ 
″ 
″ 
 
″ 
 
″ 
″ 
″ 
″ 
″ 
″ 
″ 
 
″ 
 
″ 
″ 
″ 
″ 
″ 
″ 
″ 
″ 
″ 















































 


















 

″ 

″ 

″ 
″ 

″ 
″ 

″


                     








































































































































•




 

◀ ◀




◀

◀ ◀

◀◀◀ 

◀

◀







◀

◀



◀ ◀ ◀◀ 



◀

◀

◀ ◀
◀

◀















•
•  



•
• 
• 




•


•







• 
•






•
•
•





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SBNV60
Tűszelepek, Pmax=414 bar
Közeghőmérséklet -54–+232°C
Rozsdamentes acél, 316 SS, PTFE

Méretek (mm)

Rendelési szám Csatlakozás Furat mm Kv L H B F

SBNV1-F-4N-S6 1/4" NPT b-b 3,2 0,18 47,8 42,2 11,2 44,5
SBNV2-F-8N-S6 1/2" NPT b-b 6,4 0,63 63,5 58,7 16,8 68

8

Needle ValvesNeedle Valves SBNV60SBNV60

Stem Tip

Vee

Soft Seat
(Kel-F)

Vee

Soft Seat
(Kel-F)

Temperature
Rating

-65 to 450
(-54to 232 )

-65 to 200
(-54to 93 )

-65 to 450
(-54to 232 )

-65 to 200
(-54to 93 )

Pressure Rating
@-65 to 100
(-54 to 38 )

6000psig

5000psig

Description

Pressure(psig)@Temperature Rating

2.2

2500

S316

6000

5160

4660

4470

4280

4130

3.4

2500

Alloy400

5000

4400

4120

4060

3980

3970

-65 (-54 )100 ( 38)

200 ( 93)

300 (148)

350 (176)

400 (204)

450 (232)

Features
Pressure rating up to 6000psi(413bar)@100 (38).

Temperature rating from -65 (54) to 450 (232) with standard PTFE packing, 

and up to 600 (315) with optional PEEK packing.

Choice of materials : Standard S316 and available in alloy 400.

Available Sour Gas service per NACE MR 0175.

Every valve is 100% factory tested with the Nitrogen @1000psi (69bar).

Design
Applications : General purpose gas, water and oil.

Two-piece chevron-style PTFE stem packing design with compensating disc springs.

Compact and rugged design.

Variety stem tips include Vee, and Soft-seat with Kel-F.

Orifice sizes : from 0.17in(4.3mm) to 0.25in(6.3mm).

Flow Coefficients(Cv) : from 0.37 to 0.73.

Bar stock body with straight and angle patterns.

Stem threads are hard chrome-plated for maximum service life.

Packing materials : Standard PTFE and optional PEEK packing for high temperature.

Packing nut enables easy external adjustments to ensure leak-free stem seal.

Variety of End connections include S-LOK, NPT&ISO threads Male/Female.

Standard Bar Handle with S316.

Technical Data

Temperature - Working Pressure

ANSI Group

ANSI Class

Materials

Body
Material

316
Stainless Steel

Alloy 400
(Monel)

Temperature and Pressure Ratings

Pressure ratings of valves with S-LOK end connections are determined by the
tubing material and wall thickness. For more information about pressure ratings
of valves with tube fitting end connections.

Note Pressure rating of valve is sometimes limited to the working pressure of
pipe ends and the tubing connected.

Temperature-Pressure Rating with Packing and Body Materials

Body
Materialp

316 
Stainless Steel

Alloy 400

316 
Stainless Steel

Alloy 400

Temperature
Rating

-65 to 450
(-54 to 232 )

-65 to 600
(-54 to 315 )

-65 to 500
(-54 to 260 )

Pressure Rating
Max. Temp.

4130psig

3970psig

3760psig

3960psig

Packing
Material

PTFE
(Standard)

PEEK

Flow Coefficient (Cv)-Number of Handle Turns

0.7 -
-

0.6 -
-

0.5 -
-

0.4 -
-

0.3 -
-

0.2 -
-

0.1 -
-

0
1                            2                            3

F
lo

w
 C

o
ef

fic
ie

nt
(C

v
)

Number of Turns Open

The above ratings are for standard valve with PTFE packing. For optional
packing materials, refer to the table shown below.
Extreame temperature fluctuations may requlre packing adjustment.

Not applicable over 500 260 , PEEK is not recommended for service 
with aromatic heat transfer fluids or concentrated sulfuric and nitric acids.
Other limitations may apply.

SBNV2

SBNV1 

Vee and Soft-seat Stem

Vee Stem

Orifice

0.250in.(6.4mm) 

Orifice
0.125in.(3.2mm)

SBNV60Series 6000psi Integral Bonnet Bar Stock Needle Valves

9

Needle ValvesNeedle ValvesSBNV60SBNV60

25.4

-

25.4

28.7

28.7

31.8

-

-

-

36.6

-

36.6

39.9

39.9

48.6

-

-

-

S316                AlloyR-405/B164

1/4 Female NPT

1/4 S-LOK

3/8 Female NPT

1/2 Female NPT

1/2 Female NPT

SBNV1

SBNV2

F-4N

F-4R

M-4N

MF-4N

MS-4N4T

S-4T

F-6N

F-8N

F-8R

MF-6N

MF-8N

MF-12N8N

S-6T

S-8T

1/4 Female NPT

1/4 Male NPT

1/4 Male NPT

1/4 Male NPT

1/4 Male NPT

1/4 S-LOK

3/8 Female NPT

1/2 Female NPT

1/2 Female ISO 

3/8 Male NPT

1/2 Male NPT

3/4 Male NPT

3/8 S-LOK

1/2 S-LOK

Valve
Ordering Number

Orifice
(mm) Cv

End Connection

Inlet Outlet

Dimensions (mm)

L   L1 L2 L3 A   B    C   H    F

3.2

6.4

0.21

0.73

S316                AlloyR-405/B164

Item
Material / ASTM Specification

Description
S316 Alloy400

1

2

2a
3
4
5
6

7
8

Body

Stem

Stem Tip (Soft Set)

Packing Ring

Packing

Grand

Packing Spring 

Packing Nut

Bar Handle

Vee Stem

Soft Seat Stem

S316                    Alloy400/B564

Chrome plated
S316

AlloyR-405/B164

Kel-F(PCTFE)

Standard PTFE, Optional PEEK

Wetted parts are listed in orange color.
Standard Lubrication : Fluorocarbon based.

S316                AlloyR-405/B164

S316

Ordering Information and Table of Dimensions

47.8

49.3

48.5

55.8

62.5

63.5

64.8

63.5

78.2

83.8

23.9

24.6

24.6

24.6

31.2

31.8

33.0

31.8

39.1

41.9

23.9

24.6

23.9

31.2

31.2

31.8

39.1

41.9

11.2

16.8

42.2

58.7

44.5

64

25.4

-

26.2

26.2

29.5

31.8

35.8

31.0

35.8

-

-

-

L1

L

L2

H
B

B

A

L3

H
C

F F

Inline pattern Angle pattern

Materials of Construction

17-7PH

Dimension shown are for reference only, subject to change.

High Pressure 

Needle Valves

SHNV100

W e . s u p p o r t . t h e  

i n n o v a t i o n s . o f . c u s t o m e r s

Leak - Proof 
Flow & Control
Solution Partner

The Best Partner 

for Value Creation

High Pressure Needle Valves
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SEU VILLAMOS SZIGETELŐ CSATLAKOZÓ 

Pmax=344 bar
Közeghőmérséklet -40+93°C,
Rozsdamentes acél, 316 SS, PTFE

Méretek (mm)

Rendelési szám Roppantás 
mm E L L1 L2 H H1 H2 H3

SEU-12M-S6 12 mm 7,1 106,3 60,4 22,95 22

Condensate Pot 

Features 

Part  List 

    

           Factory Test 
    

                                                                                       

Ordering Information 

CDP3 

Series Designator Connection Designator Materials Designator 

FA or FA0.5 

Shapes & Class 
Designator 

FEAA S6 - - - 

No. Description Material 

1 Pipe 3“ (O.D 88.9)
4“ (O.D 114.3) Refer to below 

2 
3 

Cap 

4 
Connector

S-LOK Connector Stainless Steel 316 

5 
H/Coupling 

Stainless Steel 316 
or Carbon Steel 6 

Socket Welding H/Coupling 

7 
Vent Plug 
Hex. Plug 

END CONNECTORS 

Series Designator 
Pipe Size Identifier 

3" CDP3 
4" CDP4 

Shapes Designator 
Shapes Identifier 

A 
B 
C 
D 
E 
F 

Connection Designator 
Connection Identifier 

½ NPT A 
½ PT B 

½  S.W C 
½ LOK D 

Vent Plug E 
Hex. Plug F 

1 2 

3 

4 

Materials Designator 
Materials Identifier 

A335 Gr P11 P11 
A335 Gr P22 P22 

A106 Gr B 106 
A312 Gr TP304 S4 
A312 Gr TP316 S6 
A312 Gr TP304L S4L 
A312 Gr TP316L S6L Class Designator (Schedule & Volume) 

Schedule Identifier *Volume(ℓ)
or Length Identifier 

SCH 40 A 0.5 0.5 
SCH 80 B 1.0 1 

SCH 160 C 2.0 2 
SCH XXS D 3.0 3 

* 

100% pressure tested 
PT test standard  
RT test an option  

* L length is adjustable according to client request to fit the Volume design.

 Table of Dimensions 
Pipe L D 

3" 214 88.9 
4" 360 114.3 

 ※ L1 length is adjustable according to client request to 
    fit the system design. 

Unit : mm 

Air Distribution Manifolds 

Features 

Part  List 

              Factory Test 
                                            

Ordering Information 

SADM3 

Series Designator Outlet & Vent Designator Materials Designator 

DBF8N 

Class & Inlet Designator 

BS8T20-F12N 
or 

*BS8T20-1
S6 - - - 

Series Designator 
Pipe Size Identifier 

1" SADM1 
2” SADM2 
3" SADM3 
4" SADM4 Class Designator 

Schedule Identifier 
SCH 40 A 
SCH 80 B 

SCH 160 C 
SCH XXS D 

100% pressure tested 
PT test standard  
RT test an option  

Double Sided Single Sided 

Inlet 

No. Description Material
1 Pipe

1" ~ 4"

Refer to below

2 Cap
3 Inlet H/Coupling
4

Outlet 
or Vent

H/Coupling
5 S-LOK Ball Valves
6 S-LOK Needle Valves

Inlet Designator 
Connection Identifier 

1/4  4 
3/8  6 
½ 8 

3/4 12 
1 16 

Thread shape 
(Male : M, Female : F) 
+ Thread size 
(4, 6, 8, 12, 16) 
+Thread  designator 
(NPT : N, PT : R) 

Ex) Female ½ NPT : F8N 
 Male ¾ PT : M12R 

Vent Designator 
Connection Identifier 

Ball  V/V 
Refer to Outlet 

Designator Needle V/V 
(  ~  ½ ”  ) 

H/Coupling Refer to Inlet 
Designator 

Outlet Designator 
Connection Identifier 

Ball  V/V B + Refer to Inlet Designator 
or  s-lok End Type Needle V/V 

(  ~  ½ ”  ) N 

Q’ty Designator 
Q’ty (port) 2 ~ 20 

Flow Designator 
Direction Identifier 
Double D 
Single S 

S-LOK End Type 
Connection Identifier 

inch 

1/4  S4T 
3/8  S6T 
½ S8T 

3/4 S12T 
1 S16T 

metric 6~25mm S6M ~ S25M 

* When the Vent’s specification 
is same as Outlet specification, 
add -1. (1 means the Vent port 
quantity.)  

Materials Designator 
Materials Identifier 

A335 Gr P11 P11 
A335 Gr P22 P22 

A106 Gr B 106 
A312 Gr TP304 S4 
A312 Gr TP316 S6 
A312 Gr TP304L S4L 
A312 Gr TP316L S6L 

* L length is adjustable according to client request to fit the Volume design.

Vent 

Outlet 

Kondenztartály

Elosztó
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HIDEGEN HÚZOTT VARRAT NÉLKÜLI 
ROZSDAMENTES CSÖVEK

CSŐVÁGÓ, CSŐHAJLÍTÓ SZERSZÁMOK
Megnevezés

Csővágó nagy teljesítményű görgővel  
6-35mm, rm. acél csövekre

Csőhajlító inox csövekre 6 mm 
Csőhajlító inox csövekre 8 mm

Csőhajlító inox csövekre 10 mm
Csőhajlító inox csövekre 12 mm

Csősorjázó 6-36 mm

Tubing Selection

Suitable tube selection is essential in performance of tubing 
system. For safe, reliable and leak-free seals tubing should be 
considered as a fitting component. S-LOK tube fittings perform 
best when good quality tubing is used. When selecting tubing 
material including size and wall thickness, customer must 
consider pressure, flow, temperature, environment and 
compatibility of system. 

View and purchase our most widely used products below.

Select an ordering number (Item No or Part No) for our standard instrumentation Tubing sizes.

To order the rest of sizes, refer to the ordering information shown under the Page no.2 and check 

with us for availability.

Solution Partner
The Best Partner for Value Creation

API Spec Q1
Registered

ISO9001:2008 

ISO14001:2004 

OHSAS18001:2007API Spec.Q1 DNV

27 Noksansandan, Songjeong-Dong, Gangseo-Gu, Busan, Korea(South)         E-mail: overseas@ehansun.co.kr TEL: 051-899-6733   FAX: 051-899-6789 Copyright(C)2016 HANSUN ENGINEERING CO., LTD. 

www.ehansun.co.kr / www.slok.co.kr

Rendelési szám Megnevezés
6x1 1.4541 (KO36) Vn. EN10216-5
8x1 1.4541 (KO36) Vn. EN10216-5
8x1 1.4404 Vn.
10x1 1.4541 (KO36) Vn. EN10216-5
12x1 1.4541 (KO36) Vn. EN10216-5
12x1,5 1.4541 (KO36) Vn. EN10216-5
14x2 1.4541 (KO36) Vn. EN10216-5
20x2 1.4541 Vn.
25x2,5 1.4404 Vn.
6,35x0,89 1.4404 Vn.
9,53x1,24 1.4404 Vn.
12,7x1,24 1.4404 Vn.
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Összeszerelési és újraszerelési javaslat:

1.	 A Hansun műszerezési csőcsatlakozók összeszerelten, felhasználásra 
készen kerülnek értékesítésre. Egyszerűen illessze a csővéget 
ütközésig a csatlakozó testbe. (Amennyiben a csatlakozó szétszerelt 
állapotban, van ügyeljen arra, hogy a vágógyűrűk kis kúpos végükkel 
illeszkedjenek be a csatlakozó testbe.)

2.	 A hollandert kézzel szorítsa rá a menetre. Következő lépésként a 
hollandert az aktuális méretnek megfelelően szorítsa meg villáskulcs 
segítségével. 1-6 mm-es csőátmérőig ¾ fordulat, 6 mm-től 1 egész 
¼ fordulat. A lenti képen láthat egy kis szemléltető. Egy második 
villáskulccsal tartsa a csatlakozó testet, hogy az ne fordulhasson el 
együtt a hollanderrel. Segítségére lehet, ha megjelöli a hollandert,  
mely megkönnyíti a fordulatok számlálását.

A lehető legtöbb alkalommal történő újraszerelhetőség érdekében, a 
csatlakozó test és a hollander megjelölése szétszerelés előtt ajánlott. Az 
újraszerelés előtt mindenképpen győződjön meg arról, hogy a vágógyű-
rűk a csatlakozó testben megfelelő helyzetben vannak. Újra húzza meg a 
hollandert kézzel, majd villáskulccsal az előzőleg megjelölt helyzetbe, hogy 
a jelzések a hollanderen és a csatlakozó testen találkozzanak. (Jelentős 
mechanikai ellenállás jelzi, hogy a vágógyűrű tömítő pozícióba került.)

Csupán néhány újraszerelés után válik szükségessé, hogy a hollandert 
valamivel az eredeti helyzetén túl kell meghúzni, 10-20º-os (kevesebb mint 
1/3 fordulat) túlhúzás általában elegendő.


